1.B.2.b - Natural Gas

Category Clawletho/dd DE

1.B.2.b T2, T3ABCS
Key Categ®® NO NH NMVOCOBCPbHGCHDioP AHHCBISFPM |PM
1.B.2.b by - -k - - -] -] -] -

T = key source by Frkeyd source by Level

Methods
D Default
RA Reference Approach
T1 Tier 1 / Simple Methodology *
T2 Tier 2*
T3 Tier 3 / Detailed Methodology *
C CORINAIR
CSs Country Specil c
M Model
* as described in the EMEP/CORINAIR Emission Inventory Guidebook - 2007, in the grouj

AD - Data Source for Activjity Data
NSNational Statistics
R$SRegional Statistics
ISInternational Statistics
PS$SPlant SpeciB c data
ASAssociations, business organisations
Q|/speciB ¢c questionnaires,|surveys

EF - Emission Factors

D/ Default (EMEP Guidebook)

C|ConZ dential
C8Country Specil c
PSPlant SpeciR ¢ data

1.B.2.b.i - Exploration

Source category 1.B.2.b.i is considered together with source category 1.B.2.a.i (Oil, expl
aggregated, non-subdivided data of 1.B.2.b.i are included in source category 1.B.2.a.i.



1.B.2.b.ii - Production

The emissions of source category 1.B.2.b.ii consist of emissions related to production. S
the Natural gas, Oil and Geothermal Energy Industries (BVEG) has determined the emissi
the relevant data in its statistical report.

activity data Unit|199/0199x200®R00x01(201x01&019
produced quantities of|Balluoal dg%.819.120,118,812,/7 8.6 6.3 6.[1
Source of emission/Sabtsdandait Value

Natural gas produc|tNavhVvOC |[kg/ 1000 mn@ 05

1.B.2.b.iii - Processing

The emissions of this category consist of emissions from the activities of pretreatment ar
up from underground reserves, natural gas isRBrst treated in drying and processing plant:
the natural gas takes place in facilities located directly at the pumping stations. Such pr
water from reserves, along with liquid hydrocarbons and various solids. Glycol is then us
remaining in the gds Nptuz8) gas dehydration systems are closed systems. For safety reas
overpressure protection devices are integrated within a3 are system. When such protecti
surplus gas is guided to a3 arehead, where it can be safely burned. After drying, the nat
delivered to customers directly., The pedeliaets quantities of B ared gas are reported under
gas drawn from Germany’'s Zechstein geological formation contains hydrogen sulphide. In
known as sour gas has to be subjected to special treatment. Due to the hazardousness
transported via separate, specially protected pipelines to German processing plants that
chemical and physical processes. About 40 % of the natural gas Exflrlaetedtiuma® gasarhais
leaves processing plants is ready for use. The hydrogen sulphide is converted into eleme
by the chemical industry, as a basic raw material.

Unitt99019952000R200201®0132012019

Sulphur production from natural| &as $1561d0&BEINOD, 050832 628 420 460

For processing of sour gas, data of the BVEG (the former WEG) for the period since 2000
the BVEG members’ own measurements and calculations. For calculation of emissions fro
factor of 0.4 relative to the activity data is applied. That split factor is based on the WE(

Source of emission/Sabtsdance Unit |Valu

Treatment of sour galMVOCkg/ 10000m0f0

Treatment of sour gasCO |kg/ 10000mOH4

= w b~ o

Treatment of sour gasNOx |[kg/ 10000mOf1

Treatment of sour gasS0O2 |kg/ 10000mi4

1.B.2.b.iv - Transmission

This source category’s emissions consist of emissions from activities of gas producers art
is transported from production and processing companies/plants to gas suppliers and oth
gas is imported and transmitted via long-distance pipelines. Almost all of the pipelines u
pipelirnks

One important emissions pathway consists of the compressors that are used to maintain
spaced at intervals of about 100’.kMt @lrerseninegse compressors involved have a total powe
2,585 MWThe pipelines are also B tted with shut-oR devices (sliding sleeves), which are s
intervals of about 30 km along high-pressure pipelines, and with systems for regulating a

In pipeline inspection and cleaning, tools known as pipeline inspection gauges ( pigs ) al
moves, driven by the gas B ow, from a launching station to a receiving station (pig trap).
pigs can be either @ xed or portable. Small quantities of methane are emitted in both inse
addition, pig traps can develop leaks. Normally, however, such traps are regularly monitc
necessary. Not all types of pipelines can be pigged; diameter reductions, isolation valve:
pigs. These emissions have been estimated in the framework of a study carried out by the



Umwelttechnik ‘GmbH

Unit| 19901995200020052010201520182019

Length of transmission [Kipe|RRe6PHB8,6[732,2104,08F5,5084,273D4,909H4,4[76

Cavern reservoirs Billion n218| 4.8 6.1 6.8 9.2| 14.3 12.4 15.3

Porous-rock reservoin8illion m$2| 8.5 12.%5 12.4 12.1 9.8/ 9.1 8.6

Most of the gas extracted in Germany is moved via pipelines from gas B elds and their pul
the coast). Imported gas is also transported mainly via pipelines.

The emission factor for underground natural gas storage was derived via surveys of oper:
accidents / in&jdemdsit is valid for porous storage and cavern-storage facilities. It is seer
emission factor for the compressor systems and the sliding sleeve hubs has b%en obtaine

Source of emission factor Substance Unit |Value
Long-distance high-pressure pipelin8MVOC kg/km|3,973
Compressors NMVOC kg/MW|, 550
Sliding sleeve hub NMVOC kg/m%f| 825
Systems for regulating and measufinmgMgaBCprkgshNoe 13,7
Cavern reservoirs NMVOCkg/ 1000 0m&01
Porous-rock reservoirs NMVOCkg/ 10000ma&Q1

1.B.2.b.v - Distribution

The emissions caused by gas distribution have decreased slightly, even though gas throu
and the distribution network has been enlarged considerably with respect to its size in 1¢
improvement is that the gas-distribution network has been modernised, especially in east
share of grey cast-iron lines in the low-pressure network has been reduced, with such lin
emissions plastic pipelines. Another reason for the reduction is that fugitive losses in di:
a range of technical improvements (tightly sealing Bttings such as B anges, valves, pumps
keeping with emissions-control provisions in relevant regulations (TA Luft (1986) and TA

Unit 1990/ 1995 2000 2005 2010 201% 2018 2019

Distribution network of natukal 2gie6s 7 1066 ,9(862,3|81H 2,34 1,88 4,5488,29%D3,1|75

Number of natural-gas-powleNed vehicles. - 7,50028,50®0,0097,8046,58308,4p60

Pipeline network

The calculation was carried out using the Tier 3 method, on the basis of the available ne
Association of Energy and Water IRdasdriefsoBDEMWYeys. In the early 1990s, emissions frc
town gas were also taken into account in calculations. In 1990, the town gas distribution
% of the entire gas network. Of that share, 15 % consisted of grey cast-iron lines and 85
cast-iron lines. The emission factors for the distribution 'Weatmub &0'#lere veriR ed in 2012

Storage reservoirs

Man-made above-ground storage facilities, for storage of medium-sized quantities of natu
rapid Buctuations in demand. In Germany, spherical and pipe storage tanks, and other ty|
used for this purpose. Results from a rele'Varavee seadehitppopesible to derive new country-s
emission factors for this area. The emissions have been calculated in accordance with th

Natural-gas-powered vehicles, and CNG fuelling stations

Use of vehicles running on natural gas continues to increase in Germany. Such vehicles :
connected to the public gas network. In such refuelling, compressors move gas from high
CNG fuelling stations are now in opé&lathokeepiimgnwidle the stringent safety standards appl|
refuelling operations and to the tanks themselves, the pertinent emissions are very low. |
tank pressure tests and emptying processes.

Liguell ed natural gas (LNG)



Natural gas can be liquell ed, at a temperature of -161 C, for ease of transport. The lique
intensive, however, and is normally used only in connection with long-distance transports
preselit Gas imports arrive mostly in gaseous form, via long-distance pipelines, and they
Germany now has one natural gas liquefaction facility and two satellite LNG storage facil
processes at those facilities are subject to the most stringent standards possible, emissi
escape only in connection with maintenance work, and the gas quantities involved are ex:
not exceed more than a few hundred kilograms

Source of emission factor Substance Unit |Valule
Low-pressure pipeline made of steel and dNMtVI@Ccalsg/ikmn 9.3
Low-pressure plastic pipeline NMVOC kg/km| 1,275
Low-pressure grey-cast-iron pipeline NMVOC kg/km|11,1P5
Medium-pressure pipeline made of steel |amMdM¥CEil & gc/ksr |i5ph7|5
Medium-pressure plastic pipeline NMVOC kg/km| 0.7
High-pressure pipeline made of steel and tNUVi0Oes ckgt/kmnl.5%
High-pressure plastic pipeline NMVOC kg/km| 0.008
Above-ground storage facilities NMVOCkg/ 1000 Gmt25

Germany and West-Berlin. The composition of coal gas varied in the diB erent

6 In the 1990s, town gas (=coal gas) was supplied to households via distributio
hydrogen, carbon monoxide, methane and nitrogene.

1.B.2.b.vi - Post-Meter Emissions

The category describes emissions from leakage in the industrial sector and in the resider
sectors. The activity data is based on results of the German Association df Emérgfy and W
own surveys. The BDEW gas statistics appear with a time lag of up to three years. Data c
Balances (ABEBlsed to bridge the resulting gap.

activity data Uni 19901995200|020052010201520182019
Gas meters in the residential and institutionMI|/icomBierois.8e2®r2.9 13| 13.113.1
Energy consumption of the industry TWh 323 361 370 399 335 377 39142615

The emission factors are country-speciB c, and they were determined via the research pro
use in Germany from 1990 to 1997, with an outlook for 2010 ( Methanemissionen durch d
Deutschland von 1990 bis 1997 mit einem Ausblick auf 201®)rBuamn hofdrH&it{B00@)[Works
G 600(Technische Regel fuer GH5oristtted | &téomam Technical and ScientiR ¢ Association for C
(DVGW), a leakage rate of 0-1 | CH4/h has no aB ect on an installation’s functionality. Wh
installation is leaking a rate higher than that B gure, the installation has to be repaired w
thus consider a value of 2 mf Ch4/year to be suitable. To receive appropriate NMVOC em
was considered.

Source of emission factor Substanc®nitf Value
Gas meters and B ttings in the residential and institutNawdO Corh m g\ o0ald s*ctors
Fittings in industrial facilities NMVOCmit/ pp£00001025

Recalculations
will be published later - in meantime please refer to chapter 8.1 recalculations
Planned improvements

Emission factors from natural gas transmission will be updated according to results of th
programm (1.B.2.b.iv)
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